Quick assembly for use with Fleshlight

CAUTION Use this guide to aid in the initial assembly of the machine but DO NOT USE THE MACHINE until you have read and understood

the precautions in the owners manual.

Follow these procedures left-to-right, then top-
to-bottom. You must carry out these assembly
procedures and make any necessary
adjustments prior to any attempt to use the
machine. You must read the owners manual
to operate the machine safely. Do not
attempt to assemble the machine for the first
time while in the heat of passion and expect
that passion to persist. The machine needs to
be ready for action before you are.

1. Open the shipping box and
locate all the parts illustrated. If
you plan to use the shipping box to
store your machine, take note of
how the parts are arranged inside.
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2. Pull the funnel out of the
short stand-off tube. These
parts simply slip together.

3. Be certain that capture

screw and the main
bearing are screwed in
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Capture —_—
screw

Main

bearing 1 4. IMPORTANT Slide the
funnel onto the
transmission tube until it
touches the red warning
label. It will only slide on
when aligned as illustrated.
Rotate the funnel to this

T Transmission tube position and it will slide on
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5. Place the cradle on the transmission
tube as indicated and slide it towards the
funnel such that the tongue of the cradle
slides into the gap between the funnel and
the transmission tube.

Press it firmly and completely into the slot
while being certain not to alter the position
of the funnel on the transmission tube
that you adjusted in step 4.

6. Attach about one inch of the
Velcro strap to the Velcro pad on
the cradle as indicated. Then pass
the strap beneath the cradle,
between the cradle and the funnel.

Owner manual Page 4

7. Set the screwdriver or drill on the
cradle and slide it forward towards the
gearbox until it fully engages the hex
drive.

8. Now tightly wrap the Velcro strap up
and over the screwdriver then down,
under, and around the underside of the
cradle again. Continue until the excess
strap is attached.

Owner manual Page 5

Owner manual Page 11

9. Note the position where the strap passes over the screwdriver or drill. With many
screwdrivers that have round profiles and even with some drills, you will want to
install the adhesive Velcro pad on the device as indicated. When the attachment
strap is wound tightly around as before, it will also engages the Velcro on the device
preventing it from moving. If using a drill, remember to tighten the chuck on the hex
drive.

10. Intermittently apply power and

watch the shuttle move up and down

inside the clear transmission tube.

Stop it when the shuttle is near the end

of the tube with the funnel. B>

11. Insert the extension into the

shuttle. Hold the broad end of the

extension and center the small end up

at the bottom of the shuttle applying

light force. Rotate the extension until .QQ
you feel the snap-catches on the IS
extension slip into the grooves in the < 5”
bottom of the shuttle then push a little [ff 2
harder, and the extension will slide into

the shuttle. Finally twist the extension "\
clockwise and you will hear the snap-

catches engage. You should not easily Rotate
be able to pull the extension free from

the shuttle.
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and twist
—\ 12. Insert the brake into the extension in the

locked position for rotation, or free-spin
7 = to disable the rotation. > Press
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13. Slide the vent into the bottom of the extension
such that the adjustment tab sticks out through the slot
in the side of the extension. This must be done on an
angle such that the tab goes in first and exits the slot
before the rest of the vent will slide in and sit flat.
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Press

14. Screw the empty Fleshlight
case into the extension on top of the
vent. Adjust the vent as desired and
tighten the Fleshlight quite firmly in
the extension.
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15. Slide the short stand-off over
the Fleshlight and re-install it
firmly on the lip of the funnel.
Then install whatever Fleshlight
insert you intend to use.
Remember, there can be no corn
starch powder on the insert.
Lubricate the insert liberally now.
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16. Slide the long stand-off over
the Fleshlight and inside the short
stand-off until it stops against the
lip of the funnel. Slide/roll the
adjustment O-ring up the long-
stand-off until it touches the short
stand-off uniformly.

If not already in place, press the
comfort ring onto the end of the

long stand-off.

17. Activate the power and be certain the Fleshlight moves smoothly and
quietly through its entire range of motion. See the owners manual for
precision adjustments regarding the position of the funnel on the
transmission tube and compensating adjustments made with the

TSI (Ol

Do not use the machine until you have read
and understood the precautions in the
owners manual. Having assembled the

machine once should make this easier but

this document is not a replacement for the
owners manual. While every effort has
been made to provide you with a safe and
effective product, YOUR SAFETY IS YOUR
RESPONSIBILITY.





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


